
TECHNICAL SHEET: LEVELCOLOR

DECORATIVE COATING APPLICATION LevelColor 
Whenever possible it is recommended to open the pore by 
mechanical means (sanding, diamond disc, etc., depending on the 
need) and apply the products as indicated below. As it is a very fluid 
and self-leveling product, it is important to protect the limits of the 
surface to be applied with means of containment such as perimeter 
formwork.

APPLICATION METHOD FOR DECORATIVE FLOORS
On a level, smooth, consolidated, clean and dry surface, apply 
PrimerQuarz with a medium nap roller on the surface to install the 
first mesh cutout, and using the "fresh on fresh" technique, place the 
reinforcement and apply a layer of MicroQuarz HARDBASE in the 
same step.

After 2-3 hours or when the product is dry, sand to eliminate 
irregularities, vacuum and apply PrimerQuarz again with a roller 
and wait for the product to absorb and begin to dry, approximately 
two hours. Once this time has elapsed, apply Level W with a 
notched and flat trowel, controlling a thickness of approximately 
1-2mm.

After 24 hours or when Level W is dry, apply of PrimerFinish with a 
roller and let it rest for 24 hours. After this time, apply Level Color 
with a roller or with a notched trowel with a short tooth and then 
pass a spiked roller to remove any trapped air, if necessary.

Twenty-four hours later, apply two coats of Finish W TRP Radiant 
with a 6-8 hours waiting time between coats.

*Check the technical data sheet of the products, to guarantee a 
correct mixing before application.· High chemical and mechanical resistance.

· Anti-dust and abrasion resistance. 
· Easy to clean and maintain. 
· Thickness between 2-3mm and 8mm. 
· High decorative aspect.
· Roller and trowel application.
· High impermeability. 
· Bright, satin and matte finish. 
· RAL color chart.
· Indoor only.
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 1. PrimerQuarz (0,2 kg/m2) + MicroQuarz HardBASE (1,6 kg/m2) + Mesh

2.  PrimerQuarz (0,2 kg/m2) + Level W (1,5 kg/m2)

3.  Primer Finish (0,08 kg/m2)

4.  LevelColor (1 kg/m2) (for 1 mm applied with a roller) 
  ó 2,2 kg/m2 (for 2mm trowelled)

5.  Finish W TRP Radiant (0,12 kg/m2) 

PROPERTIES

FIELDS OF APPLICATION
It is used in the decorative field in homes, premises, restaurants, offices, etc. where a distinguished 
finish is required and resistant to pedestrian traffic. Indoor only.


